
ミニドップラーフロー・ファントム
1430 型

○ オール・イン・ワン設計（コントローラ内蔵）  

○ 浅部用ポータブル・タイプ

○ ドップラー / B モード兼用

○ 内径４mm擬似血管内蔵

○ ピン及びシスト両ターゲット (404 型 ) 内蔵

○ 組織等価材および擬似血液材使用 

○ 堅牢、取り扱い容易

特   徴

1430 型は、流量コントローラ、ポンプおよびファ
ントムのすべてを一体化してコンパクトなケース
に内蔵した ” オール・イン・ワン” タイプのポー
タブルなドップラー・ファントム・システムです。

浅部用 404型をベースにして作られた内蔵ファン
トムには、２本の擬似血管の他にピン・ターゲット、
シスト・ターゲット及びグレースケール・ターゲッ
トが内蔵されていますので、ドップラ・スキャナ
だけでなくBモード装置の画像テストも行なうこ
とができます。また、両モードの装置をこの同一
ファントムで比較テストすることも可能です。

マイクロプロセッサ制御による流量コントローラ
は、1.5%フルスケールの精度で1～10 ml/sec. 
までの流量を用意します。これは、代表値で 0～
80cm/sec の計測可能流速に相当します。使いや
すくシンプルなコントロール・パネルからは、連
続フローとパルス・フローの両モードを切り替え
て使用することも可能です。（拍動は、生理学的パ
ターンとは異なります。）

ファントムには、スキャン面から 2cm下の位置に
頚動脈を表わす擬似血管が水平に１本用意されて
います。また、もう１本の擬似血管が35°の傾斜で
ファントム内を横切るように埋め込まれています。

この傾斜が付いた擬似血管は、ドップラー感度の
測定などに使われます。

人体の軟組織に近似した減衰、散乱および音速の
諸特性を備えた本ファントム内には、さらに、浸
透深度、縦方向および横方向の分解能、および電
子キャリパ精度などのテストが行なえるライン・
ターゲットが用意されています。また、画像の均
一性、フィルイン、鮮明度などのテストが行なえ
る４つのサイズ (1、2および4 mm）のシスト・ター
ゲットが 1cm、3.5cm および 6 cm の深さにそ
れぞれ配置されています。

テスト例として下記が挙げられます。

　・最大信号浸透性
　・チャンネル分離または方向識別
　・Bモードとカラー流体画像装置との間の両サ
　　ンプル・ゲートならびに合致性の設定精度
　・様々なアングル、ビーム方向および操作モー
　　ドにおける流量読み取り精度

概　要
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仕   様

【Target Configuration】
 Cystic Targets
　Diameters…�, �, and �mm
　Placement...�, �.� and � cm deep
 Grey Scale Targets
　Diameter...� mm
　Placement...� cm deep
 Pin Targets
　Diameter...�.� mm
　Vertical spacing...� mm at �‒� cm deep
　Horizontal spacing...�� mm at � and � cm deep
　Resolution Target Groups...�, �.� and � cm deep

【Physical Specifications】
　Weight...�.� kg 
　Dimensions...H�� x W�� x D��.� cm
 

【Tissue Mimicking Background Material】
    (Water-based gel with appearance of human tissue.)
　Speed of sound...����±�� m/s
　Temperature dependence of speed of sound...�.� m/s/ºC
　Attenuation coefficient...�.�±�.�� dB/cm/MHz

【Low Scatter (Anechoic) Cysts】
Speed of sound...����±�� m/s
Temperature dependence of speed of sound...�.� m/s/ºC
Attenuation coefficient...�.��±�.�� dB/cm/MHz

【Grey Scale Targets】
Speed of sound...����±�� m/s
Temperature dependence of speed of sound...�.� m/s/ºC
Contrast (in dB)...-�, +� and high scatter relative to  
background

All acoustic measurements made at �.� MHz, ��ºC.

【 Mini-Doppler 1430 Flow Phantom Schematic 】
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